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                A Decision Support Model for Autonomous Trucks Strategies.              
	
                Creator              
	
                Mohamed, Ahmad Saeid Ammar, Yun, Hae-Bum, Chopra, Manoj, Sallam, Amr, University of Central Florida 
              
	
                Abstract / Description              
	
                We examined the potential to improve the movement of freight using Truck PlatooningLane strategies on limited access highways in the State of Florida. In the First part of thisresearch, we investigated the potential benefits from dedicating one lane from existinglanes for autonomous trucks only. In this regard, a general framework tool was developedto evaluate and compare different measurements (e.g., travel tim and emissions) to betterassist decision makers to determine the most effective... 
Show moreWe examined the potential to improve the movement of freight using Truck PlatooningLane strategies on limited access highways in the State of Florida. In the First part of thisresearch, we investigated the potential benefits from dedicating one lane from existinglanes for autonomous trucks only. In this regard, a general framework tool was developedto evaluate and compare different measurements (e.g., travel tim and emissions) to betterassist decision makers to determine the most effective freight transportation strategy.Additionally, the travel time, level of service and emissions on Florida Strategic IntermodalSystem (SIS) were systematically analyzed using a VISSIM and MOVES simulation todetermine if it can be improved. For the scenarios simulated in this investigation, the inputincluded different patterns with a variety of peak hour volumes, truck percentages, speeds,and number of lanes. Additionally, the various total values of the resultant travel time,emissions and level of service for each SIS corridor were determined and calculated usinga General Linear Model and then tabulated to reveal input patterns. The results showed thata truck platooning lane can significantly reduce the travel time and emissions of trucks. Inthe second part, we proposed using a The Analytic Hierarchy Process (AHP) method toevaluate the potential benefits of building a new lane for autonomous trucks. The AHPmethod was developed to include all possible measurements that can assist decision makersto select the best autonomous truck policy. The results of the AHP model showed that thesafety criterion was significantly the most influential perspective per experts' opinions. Theresults showed that experts were more concerned about safety and environmentalconsiderations than the initial cost associated with building a new lane. 
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                A Localized Blended RBF Collocation Method for Effective Shock Capturing.              
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                Abstract / Description              
	
                Solving partial differential equations (PDEs) can require numerical methods, especially for non-linear problems and complex geometry. Common numerical methods used today are the finite difference method (FDM), finite element method (FEM) and the finite volume method (FVM). These methods require a mesh or grid before a solution is attempted. Developing the mesh can require expensive preprocessing time and the quality of the mesh can have major effects on the solution. In recent years, meshless... 
Show moreSolving partial differential equations (PDEs) can require numerical methods, especially for non-linear problems and complex geometry. Common numerical methods used today are the finite difference method (FDM), finite element method (FEM) and the finite volume method (FVM). These methods require a mesh or grid before a solution is attempted. Developing the mesh can require expensive preprocessing time and the quality of the mesh can have major effects on the solution. In recent years, meshless methods have become a research interest due to the simplicity of using scattered data points. Many types of meshless methods exist stemming from the spectral or pseudo-spectral methods, but the focus of this research involves a meshless method using radial basis function (RBF) interpolation. Radial basis functions (RBF) interpolation is a class of meshless method and can be used in solving partial differential equations. Radial basis functions are impressive because of the capability of multivariate interpolation over scattered data, even for data with discontinuities. Also, radial basis function interpolation is capable of spectral accuracy and exponential convergence. For infinitely smooth radial basis functions such as the Hardy Multiquadric and inverse Multiquadric, the RBF is dependent on a shape parameter that must be chosen properly to obtain accurate approximations. The optimum shape parameter can vary depending on the smoothness of the field. Typically, the shape parameter is chosen to be a large value rendering the RBF flat and yielding high condition number interpolation matrix. This strategy works well for smooth data and as shown to produce phenomenal results for problems in heat transfer and incompressible fluid dynamics. The approach of flat RBF or high condition matrices tends to fail for steep gradients and shocks. Instead, a low-value shape parameter rendering the RBF steep and the condition number of the interpolation matrix small should be used in the presence of steep gradients or shocks. This work demonstrates a method to capture steep gradients and shocks using a blended RBF approach. The method switches between flat and steep RBF interpolation depending on the smoothness of the data. Flat RBF or high condition number RBF interpolation is used for smooth regions maintaining high accuracy. Steep RBF or low condition number RBF interpolation provides stability for steep gradients and shocks. This method is demonstrated using several numerical experiments such as 1-D advection equation, 2-D advection equation, Burgers equation, 2-D inviscid compressible Euler equations, and the Navier-Stokes equations. 
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                ADAPTING THE MODIFIED CAM CLAY CONSTITUTIVE MODEL TO THE COMPUTATIONAL ANALYSIS OF DENSE GRANULAR SOILS.              
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                Abstract / Description              
	
                The computational constitutive Modified Cam Clay Model (MCCM) was developed at Cambridge to study the behavior of clays and has been proven to be effective. In this study, this model is extended to the case of dense sands to analyze the accuracy of the stress-strain behavior. This analysis is based on triaxial test data applied to remolded and compacted sand samples under drained conditions. The laboratory triaxial tests were performed by the Florida Department of Transportation to research... 
Show moreThe computational constitutive Modified Cam Clay Model (MCCM) was developed at Cambridge to study the behavior of clays and has been proven to be effective. In this study, this model is extended to the case of dense sands to analyze the accuracy of the stress-strain behavior. This analysis is based on triaxial test data applied to remolded and compacted sand samples under drained conditions. The laboratory triaxial tests were performed by the Florida Department of Transportation to research the permeability effect in sandy soils compacted up to 95% of maximum unit weight at the optimum moisture content. Each soil sample was tested using different stress paths. In addition, these data were also used to obtain the soil parameters. These soil parameters are used as input data for the Modified Cam Clay Model. Moreover, a computer program in MATLAB was developed based on the MCCM constitutive theory and application in order to predict the stress-strain response for overconsolidated soils under drained condition. Based on observations of the qualitative behavior of these soils, a modification is proposed in this thesis to the original constitutive model to improve the predicted stress-strain behavior. The results of the computer program are typically presented in the deviatoric stress versus shear strain and the stress path plane (deviatoric stress versus mean effective stress). These are the principal plots used for the behavior prediction of soil specimens. Furthermore, the results of the computer program were compared to the laboratory triaxial test data. In general, it is may be concluded that, MCCM with some modification, is applicable to dense sands. 
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                An Analytical Investigation of Prestressed Beam Bridge Performance Before and After Widening.              
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                ORiordan Adjah, Chris, Zhou, Lei, Chopra, Manoj, Catbas, Necati, University of Central Florida 
              
	
                Abstract / Description              
	
                As traffic and congestion increase, so does the likelihood of collisions. The solution to this problem is usually through a rehabilitation process with two primary options: (1) widening/expansion of existing roadway and bridges and (2) complete replacement (new construction) of roadway and bridges. The first option is the most feasible and cost-effective. While roadway widening/expansion pose minimal issues, the same cannot be said of bridge widening. An existing bridge presents a multitude... 
Show moreAs traffic and congestion increase, so does the likelihood of collisions. The solution to this problem is usually through a rehabilitation process with two primary options: (1) widening/expansion of existing roadway and bridges and (2) complete replacement (new construction) of roadway and bridges. The first option is the most feasible and cost-effective. While roadway widening/expansion pose minimal issues, the same cannot be said of bridge widening. An existing bridge presents a multitude of challenges during the planning and design phases, during construction, and throughout the structure's service life. Special attention is required in both the design and detailing of the widening in order to minimize construction and maintenance problems. The primary objective of this dissertation is to present a better understanding of structural behavior and capacity by studying an existing widened structure: a bridge that has been in service for over 40 years (constructed in 1972 and widened in 2002). The load demand on this bridge has doubled over the years. Consequently, the widened structural system is composed of four-span continuous prestressed concrete bridge segments.To better understand the widened 2002 bridge used in this study, an initial comparative analysis was performed, comparing the original 1972 bridge and the 2002 widened bridge. This comparative analysis included a determination of bridge capacity, distribution factors, and load-rating factors using current American Association of State Highway and Transportation Officials (AASHTO) Load and Resistance Factor Design (LRFD) Specifications design codes. However, the original codes used for the two bridges should also be noted, as follows: (1) the AASHTO Load Factor Design (LFD) Code was used for the original bridge; and (2) a combination of the AASHTO LFD and AASHTO LRFD Specifications were used for the existing widened bridge. Linear three-dimensional finite element models were developed for both bridges to obtain the maximum moment and shear values with varying HL-93 load cases for these analyses.To develop models that describe the possible existing condition of the 2002 widened bridge, a nonlinear model of one of the critical members in the structure was developed by changing the most critical parameters. The critical parameters are categorized as material properties and prestress losses. Sensitivity studies were conducted using parametric models for simulations with moving loads for the different load cases using the HL-93 truck. The load-rating and reliability indexes were computed for all the cases under different loading conditions. The parameters that have the most influence on load rating and reliability are also presented in the analyses. The information generated from these analyses can be used for better(-)focused visual inspection and widened bridge load rating criteria, and can also be used for developing a long(-)term widening structural monitoring plan. Additionally, this study will be used as a benchmark for future studies, and to establish a procedure and methodology for future bridge widening projects. 
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                An Assessment of Biosorption Activated Media for the Removal of Pollutants in Up-Flow Stormwater Treatment Systems.              
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                Abstract / Description              
	
                Nitrogen and phosphorus are often the limiting nutrients for marine and freshwater systems respectively. Additionally, stormwater often contains elevated levels of pathogens which can pollute the receiving water body and impact reuse applications [1-4]. The reduction of limiting nutrients and pathogens is a common primary target for stormwater best management practices (BMPs) [5]. Traditional BMPs, such as retention/detention treatment ponds require large footprints and may not be practical... 
Show moreNitrogen and phosphorus are often the limiting nutrients for marine and freshwater systems respectively. Additionally, stormwater often contains elevated levels of pathogens which can pollute the receiving water body and impact reuse applications [1-4]. The reduction of limiting nutrients and pathogens is a common primary target for stormwater best management practices (BMPs) [5]. Traditional BMPs, such as retention/detention treatment ponds require large footprints and may not be practical in ultra-urban environments where above ground space is limited. Upflow filters utilizing biosorption activated media (BAM) that can be placed underground offer a small footprint alternative. Additionally, BAM upflow filters can be installed at the discharge point of traditional stormwater ponds to provide further treatment. This research simulated stormwater that had already been treated for solids removal; thus, most of the nutrients and solids in the influent were assumed to be as non-settable suspended solids or dissolved solids. Three different BAM mixtures in an upflow filter configuration were compared for the parameters of nitrogen, phosphorus, total coliform, E. coli, and heterotrophic plate count (HPC). Additionally, genetic testing was conducted using Polymerase Chain Reaction (PCR), in conjunction with a nitrogen mass balance, to determine if Anammox was a significant player in the nitrogen removal. The columns were run at both 22-minute and 220-minute Empty Bed Contact Times (EBCTs). All the BAM mixtures analyzed were shown to be capable at the removal of nitrogen, phosphorus, and total coliform during both the 22-minute and 220-minute EBCTs, with BAM #1 having the highest removal performance for all three parameters during both EBCTs. All BAM mixtures experienced an increase in HPC. Additionally, PCR analysis confirmed the presence of Anammox in the biofilm and via mass balance it was determined that the biological nitrogen removal was due to Anammox and endogenous denitrification with Anammox being a significant mechanism. 
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                Analytical And Experimental Study Of Monitoring For Chain-Like Nonlinear Dynamic Systems.              
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                Abstract / Description              
	
                Inverse analysis of nonlinear dynamic systems is an important area of research in the ?eld of structural health monitoring for civil engineering structures. Structural damage usually involves localized nonlinear behaviors of dynamic systems that evolve into different classes of nonlinearity as well as change system parameter values. Numerous parametric modal analysis techniques (e.g., eigensystem realization algorithm and subspace identification method) have been developed for system... 
Show moreInverse analysis of nonlinear dynamic systems is an important area of research in the ?eld of structural health monitoring for civil engineering structures. Structural damage usually involves localized nonlinear behaviors of dynamic systems that evolve into different classes of nonlinearity as well as change system parameter values. Numerous parametric modal analysis techniques (e.g., eigensystem realization algorithm and subspace identification method) have been developed for system identification of multi-degree-of-freedom dynamic systems. However, those methods are usually limited to linear systems and known for poor sensitivity to localized damage. On the other hand, non-parametric identification methods (e.g., artificial neural networks) are advantageous to identify time-varying nonlinear systems due to unpredictable damage. However, physical interpretation of non-parametric identification results is not as straightforward as those of the parametric methods. In this study, the Multidegree-of-Freedom Restoring Force Method (MRFM) is employed as a semi-parametric nonlinear identification method to take the advantages of both the parametric and non-parametric identification methods.The MRFM is validated using two realistic experimental nonlinear dynamic tests: (i) large-scale shake table tests using building models with different foundation types, and (ii) impact test using wind blades. The large-scale shake table test was conducted at Tongji University using 1:10 scale 12-story reinforced concrete building models tested on three different foundations, including pile, box and fixed foundation. The nonlinear dynamic signatures of the building models collected from the shake table tests were processed using MRFM (i) to investigate the effects of foundation types on nonlinear behavior of the superstructure and (ii) to detect localized damage during the shake table tests. Secondly, the MRFM was applied to investigate the applicability of this method to wind turbine blades. Results are promising, showing a high level of nonlinearity of the system and how the MRFM can be applied to wind-turbine blades. Future studies were planned for the comparison of physical characteristic of this blade with blades created made of other material. 
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                ATTAINABLE COMPRESSIVE STRENGTH OF PERVIOUS CONCRETE PAVING SYSTEMS.              
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                Abstract / Description              
	
                The pervious concrete system and its corresponding strength are as important as its permeability characteristics. The strength of the system not only relies on the compressive strength of the pervious concrete but also on the strength of the soil beneath it for support. Previous studies indicate that pervious concrete has lower compressive strength capabilities than conventional concrete and will only support light traffic loadings. This thesis investigated prior studies on the compressive... 
Show moreThe pervious concrete system and its corresponding strength are as important as its permeability characteristics. The strength of the system not only relies on the compressive strength of the pervious concrete but also on the strength of the soil beneath it for support. Previous studies indicate that pervious concrete has lower compressive strength capabilities than conventional concrete and will only support light traffic loadings. This thesis investigated prior studies on the compressive strength on pervious concrete as it relates to water-cement ratio, aggregate-cement ratio, aggregate size, and compaction and compare those results with results obtained in laboratory experiments conducted on samples of pervious concrete cylinders created for this purpose. The loadings and types of vehicles these systems can withstand will also be examined as well as the design of appropriate thickness levels for the pavement. Since voids are supposed to reduce the strength of concrete 1% for every 5% voids(Klieger, 2003), the goal is to find a balance between water, aggregate, and cement in order to increase strength and permeability, two characteristics which tend to counteract one another. In this study, also determined are appropriate traffic loads and volumes so that the pervious concrete is able to maintain its structural integrity. The end result of this research will be a recommendation as to the water-cement ratio, the aggregate-cement ratio, aggregate size, and compaction necessary to maximize compressive strength without having detrimental effects on the permeability of the pervious concrete system. This research confirms that pervious concrete does in fact provide a lower compressive strength than that of conventional concrete; compressive strengths in acceptable mixtures only reached 1700 psi. Extremely high permeability rates were achieved in most all mixtures regardless of the compressive strength. Analysis of traffic loadings reinforce the fact that pervious concrete cannot be subjected to large numbers of heavy vehicle loadings over time although pervious concrete would be able to sustain low volumes of heavy loads if designed properly. Calculations of pavement thickness levels indicate these levels are dependent on the compressive strength of the concrete, the quality of the subgrade beneath the pavement, as well as vehicle volumes and loadings. 
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                Automated Hybrid Singularity Superposition and Anchored Grid Pattern BEM Algorithm for the Solution of the Inverse Geometric Problem.              
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                Ni, Marcus, Kassab, Alain, Divo, Eduardo, Chopra, Manoj, University of Central Florida 
              
	
                Abstract / Description              
	
                A method for solving the inverse geometrical problem is presented by reconstructing the unknown subsurface cavity geometry using boundary element methods, a genetic algorithm, and Nelder-Mead non-linear simplex optimization. The heat conduction problem is solved utilizing the boundary element method, which calculates the difference between the measured temperature at the exposed surface and the computed temperature under the current update of the unknown subsurface flaws and cavities. In a... 
Show moreA method for solving the inverse geometrical problem is presented by reconstructing the unknown subsurface cavity geometry using boundary element methods, a genetic algorithm, and Nelder-Mead non-linear simplex optimization. The heat conduction problem is solved utilizing the boundary element method, which calculates the difference between the measured temperature at the exposed surface and the computed temperature under the current update of the unknown subsurface flaws and cavities. In a first step, clusters of singularities are utilized to solve the inverse problem and to identify the location of the centroid(s) of the subsurface cavity(ies)/flaw(s). In a second step, the reconstruction of the estimated cavity(ies)/flaw(s) geometry(ies) is accomplished by utilizing an anchored grid pattern upon which cubic spline knots are restricted to move in the search for unknown geometry. Solution of the inverse problem is achieved using a genetic algorithm accelerated with the Nelder-Mead non-linear simplex. To optimize the cubic spline interpolated geometry, the flux (Neumann) boundary conditions are minimized using a least squares functional. The automated algorithm successfully reconstructs single and multiple subsurface cavities within two dimensional mediums. The solver is also shown to accurately predict cavity geometries with random noise in the boundary condition measurements. Subsurface cavities can be difficult to detect based on their location. By applying different boundary conditions to the same geometry, more information is supplied at the boundary, and the subsurface cavity is easily detected despite its low heat signature effect at the boundaries. Extensions to three-dimensional applications are outlined. 
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                Abstract / Description              
	
                Base flow recession curve during a dry period is a distinct hydrologic signature of a watershed. The base flow recession analysis for both streamflow and spring flow has been extensively studied in the literature. Studies have shown that the recession behaviors during the early stage and the late stage are different in many watersheds. However, research on the transition from early stage to late stage is limited and the hydrologic control on the transition is not completely understood. In... 
Show moreBase flow recession curve during a dry period is a distinct hydrologic signature of a watershed. The base flow recession analysis for both streamflow and spring flow has been extensively studied in the literature. Studies have shown that the recession behaviors during the early stage and the late stage are different in many watersheds. However, research on the transition from early stage to late stage is limited and the hydrologic control on the transition is not completely understood. In this dissertation, a novel cumulative regression analysis method is developed to identify the transition flow objectively for individual recession events in the well-studied Panola Mountain Research Watershed in Georgia, USA. The streamflow at the watershed outlet is identified when the streamflow at the perennial stream head approaches zero, i.e., flowing streams contract to perennial streams. The identified transition flows are then compared with observed flows when the flowing stream contracts to the perennial stream head. As evidenced by a correlation coefficient of 0.90, these two characteristics of streamflow are found to be highly correlated, suggesting a fundamental linkage between the transition of base flow recession from early to late stages and the drying up of ephemeral streams. At the early stage, the contraction of ephemeral streams mostly controls the recession behavior. At the late stage, perennial streams dominate the flowing streams and groundwater hydraulics governs the recession behavior. The ephemeral stream densities vary from arid regions to humid regions. Therefore, the characteristics of transition flow across the climate gradients are also tested in 40 watersheds. It is found that climate, which is represented by climate aridity index, is the dominant controlling factor on transition flows from early to late recession stages. Transition flows and long-term average base flows are highly correlated with a correlation coefficient of 0.82. Long-term average base flow and the transition flow of recession are base flow characteristics at two temporal scales, i.e., the long-term scale and the event scale during a recession period. This is a signature of the co-evolution of climate, vegetation, soil, and topography at the watershed scale. The characteristics of early and late recession are applied for quantifying human impacts on streamflow in agricultural watersheds with extensive groundwater pumping for irrigation. A recession model is developed to incorporate the impacts of human activities (such as groundwater pumping) and climate variability (such as evapotranspiration) on base flow recession. Groundwater pumping is estimated based on the change of observed base flow recession in watersheds in the High Plains Aquifer. The estimated groundwater pumping rate is found consistent compared with the observed data of groundwater uses for irrigation. Besides streamflow recession analysis, this dissertation also presents a novel spring recession model for Silver Springs in Florida by incorporating groundwater head, spring pool altitude, and net recharge into the existing Torricelli model. The results show that the effective springshed area has continuously declined since 1988. The net recharge has declined since the 1970s with a significant drop in 2002. Subsequent to 2002, the net recharge increased modestly but not to the levels prior to the 1990s. The decreases in effective springshed area and net recharge caused by changes in hydroclimatic conditions including rainfall and temperature, along with groundwater withdrawals, contribute to the declined spring flow. 
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                Abstract / Description              
	
                Incineration of municipal solid waste (MSW) is common for energy recovery, and management of municipal solid waste incineration (MSWI) ashes has received a growing attention around the world. In the U.S., generation of MSW has increased up to 65% since 1980, to the current level of 251 million tons per year with 53.8% landfilled, 34.5% recycled and composted, and 11.7% incinerated with energy recovery. In the process of incineration, MSWI ash is being produced as byproducts; about 80 to 90%... 
Show moreIncineration of municipal solid waste (MSW) is common for energy recovery, and management of municipal solid waste incineration (MSWI) ashes has received a growing attention around the world. In the U.S., generation of MSW has increased up to 65% since 1980, to the current level of 251 million tons per year with 53.8% landfilled, 34.5% recycled and composted, and 11.7% incinerated with energy recovery. In the process of incineration, MSWI ash is being produced as byproducts; about 80 to 90% of the MSWI ash is bottom ash (BA) and 10 to 20% is fly ash (FA) by weight. The current practice of the U.S. is to combine both BA and FA to meet the criteria to qualify as non-hazardous, and all combined ashes are disposed in landfills.European countries have utilized MSWI BA as beneficial construction materials by separating it from FA. The FA is mostly limited to landfill disposal as hazardous material due to its high content of toxic elements and salts. BA has been actively recycled in the areas of roadbed, asphalt paving, and concrete products in many of European and Asian countries. In those countries, recycling programs (including required physical properties and environmental criteria) of ash residue management have been developed so as to encourage and enforce the reuse of MSWI ashes instead of landfill disposal. Moreover, many studies have demonstrated the beneficial use of MSWI ashes as engineering materials with minimum environmental impacts.On the other hand, the U.S. has shown a lack of consistent and effective management plans, as well as environmental regulations for the use of MSWI ashes., Due to persistent uncertainty of engineering properties and inconsistency in the Federal and State regulations in the U.S., however, the recycling of the MSWI ashes has been hindered and they are mostly disposed in landfills.In this research work, current management practice, existing regulations, and environmental consequences of MSWI ashes utilization are comprehensively reviewed worldwide and nationwide with an emphasis of the potential area of its utilization in asphalt paving and concrete product. This research also entails a detailed chemical and microstructural characterization of MSWI BA and FA produced from a Refuse Derived Fuel (RDF) facility in Florida so that the MSWI ash is well characterized for its beneficial uses as construction materials.The material characterization includes Scanning Electron Microscopy (SEM), Energy Dispersive X-ray Spectroscopy (EDS), and X-ray Diffraction (XRD) techniques. In addition, leaching experiments have been conducted to investigate the environmental properties (e.g. leachate concentration) of BA and ash-mixed hot mix asphalt (HMA) and Portland cement concrete (PCC). Leaching results reveals the reduced leaching potential of toxic material from MSWI ashes while incorporated in HMA and PCC. Lastly, a preliminary experimental approach has been devised for the vitrification of FA which is a promising thermal process of transferring material into glassy state with higher physical and chemical integrity to reduce toxicity so that utilization of FA can be possible. 
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                Biogeochemical Cycling and Nutrient Control Strategies for Groundwater at Stormwater Infiltration Basins.              
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                Abstract / Description              
	
                Elevated concentrations of nutrients, particularly nitrate, in groundwater and springs in Florida are a growing resource management concern. Stormwater infiltration basins, which are a common stormwater management practice in the well-drained karst terrain areas of Florida, are a potentially important source of nutrients to the groundwater system because stormwater exits the basin by only evaporation or infiltration. To better understand the biogeochemical processes integrating stormwater... 
Show moreElevated concentrations of nutrients, particularly nitrate, in groundwater and springs in Florida are a growing resource management concern. Stormwater infiltration basins, which are a common stormwater management practice in the well-drained karst terrain areas of Florida, are a potentially important source of nutrients to the groundwater system because stormwater exits the basin by only evaporation or infiltration. To better understand the biogeochemical processes integrating stormwater infiltration impacts on groundwater resources in a field-scale setting, a combination of hydrologic, soil chemistry, water chemistry, dissolved and soil gas, isotope, and microbiological data was collected from 2007 through 2010 at two stormwater infiltration basins receiving runoff from predominantly residential watersheds in north-central Florida. Substantially different biogeochemical processes affecting nitrogen fate and transport were observed beneath the two stormwater infiltration basins. Differences are related to soil textural properties that deeply link hydroclimatic conditions with soil moisture variations in a humid, subtropical climate. During 2008, shallow groundwater beneath the basin with predominantly clayey soils (median 41% silt+clay content) exhibited decreases in dissolved oxygen from 3.8 to 0.1 mg/L and decreases in nitrate-nitrogen from 2.7 mg/L to less than 0.016 mg/L, followed by manganese and iron reduction, sulfate reduction, and methanogenesis. In contrast, beneath the basin with predominantly sandy soils (median 2% silt+clay content), aerobic conditions persisted from 2007 through 2009 (dissolved oxygen of 5.0(-)7.8 mg/L), resulting in nitrate-nitrogen of 1.3(-)3.3 mg/L in shallow groundwater. Soil extractable nitrate-nitrogen was significantly lower and the copper-containing nitrite reductase gene density was significantly higher beneath the clayey basin. Differences in moisture retention capacity between fine- and coarse-textured soils resulted in median volumetric gas-phase contents of 0.04 beneath the clayey basin and 0.19 beneath the sandy basin, inhibiting surface/subsurface oxygen exchange beneath the clayey basin. Subsurface biogeochemical processes at the clayey stormwater infiltration basin were further analyzed to better understand the effects of the highly variable hydrologic conditions common in humid, subtropical climates. Cyclic variations in biogeochemical processes generally coincided with wet and dry hydroclimatic conditions. Oxidizing conditions in the subsurface persisted for about one month or less at the beginning of wet periods with dissolved oxygen and nitrate showing similar temporal patterns. Reducing conditions in the subsurface evolved during prolonged flooding of the basin. At about the same time oxygen and nitrate reduction concluded, manganese, iron, and sulfate reduction began, with the onset of methanogenesis one month later. Reducing conditions persisted up to six months, continuing into subsequent dry periods until the next major oxidizing infiltration event. Evidence of denitrification in shallow groundwater at the site is supported by median nitrate-nitrogen less than 0.016 mg/L, excess nitrogen gas up to 3 mg/L progressively enriched in delta-15N during prolonged basin flooding, and isotopically heavy delta-15N and delta-18O of nitrate (up to 25 and 15 per mil, respectively). Isotopic enrichment of newly infiltrated stormwater suggests denitrification was partially completed within two days. Soil and water chemistry data suggest a biogeochemically active zone exists in the upper 1.4 m of soil, where organic carbon was the likely electron donor supplied by organic matter in soil solids or dissolved in infiltrating stormwater. The cyclic nature of reducing conditions effectively controlled the nitrogen cycle, switching nitrogen fate beneath the basin from nitrate leaching to reduction in the shallow saturated zone. Soil beneath the sandy stormwater infiltration basin was amended using biosorption activated media (BAM) to study the effectiveness of this technology in reducing inputs of nitrogen and phosphorus to groundwater. The functionalized soil amendment BAM consists of a 1.0:1.9:4.1 mixture (by volume) of tire crumb (to increase sorption capacity), silt and clay (to increase soil moisture retention), and sand (to promote sufficient infiltration), which was applied to develop an innovative best management practice (BMP) utilizing nutrient reduction and flood control sub-basins. Construction and materials costs, excluding profit and permit fees, for the innovative BMP were about $US 65 per square meter of basin bottom. Comparison of nitrate/chloride ratios for the shallow groundwater indicate that prior to using BAM, nitrate concentrations were substantially influenced by nitrification or variations in nitrate input. In contrast, for the new basin utilizing BAM, nitrate/chloride ratios indicate minor nitrification and nitrate losses with the exception of one summer sample that indicated a 45% loss. Biogeochemical indicators (denitrifier activity derived from real-time polymerase chain reaction and variations in major ions, nutrients, dissolved and soil gases, and stable isotopes) suggest nitrate losses are primarily attributable to denitrification, whereas dissimilatory nitrate reduction to ammonium and plant uptake are minor processes. Denitrification was likely occurring intermittently in anoxic microsites in the unsaturated zone, which was enhanced by increased soil moisture within the BAM layer and resultant reductions in surface/subsurface oxygen exchange that produced conditions conducive to increased denitrifier activity. Concentrations of total dissolved phosphorus and orthophosphate were reduced by more than 70% in unsaturated zone soil water, with the largest decreases in the BAM layer where sorption was the most likely mechanism for removal. Post-BAM orthophosphate/chloride ratios for shallow groundwater indicate predominantly minor increases and decreases in orthophosphate with the exception of one summer sample that indicated a 50% loss. Differences in nutrient variations between the unsaturated zone and shallow groundwater may be the result of the intensity and duration of nutrient removal processes and mixing ratios with water that had undergone little biogeochemical transformation. In order to quantify potential processes leading to observed nitrogen losses beneath the innovative BMP, an integrated infiltration basin(-)nitrogen reduction (IBNR) system dynamics model was developed. Based on two simulation periods, the IBNR model indicated denitrification accounted for a loss of about one-third of the total dissolved nitrogen mass inflow and was occurring predominantly in the BAM layer. The IBNR model results in combination with the field-based biogeochemical assessment demonstrated that the innovative BMP using the functionalized soil amendment BAM is a promising passive, economical, stormwater nutrient-treatment technology. Further field- and laboratory-scale research on the long-term sustainability of nutrient losses and further elucidation of causative physicochemical and biogeochemical mechanisms would contribute to improved BAM performance and green infrastructure development in the future. 
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                Enhanced biological phosphorus removal (EBPR) as well as biological nitrogen removal require a carbon source to be carried out. Volatile fatty acid (VFAs) (mainly acetic and propionic acids) are the major driving force for EBPR. Many domestic wastewaters have an insufficient amount of VFAs. However, carbon sources such as acetic and propionic acids can be produced using primary solids fermentation process. Due to the cost of VFA production, an external carbon source can be added to the... 
Show moreEnhanced biological phosphorus removal (EBPR) as well as biological nitrogen removal require a carbon source to be carried out. Volatile fatty acid (VFAs) (mainly acetic and propionic acids) are the major driving force for EBPR. Many domestic wastewaters have an insufficient amount of VFAs. However, carbon sources such as acetic and propionic acids can be produced using primary solids fermentation process. Due to the cost of VFA production, an external carbon source can be added to the biological nutrient removal (BNR) system that can be fermented to provide the desired VFAs. Glycerol (biodiesel by-product) offers a solution to reduce carbon addition cost if can be fermented to acetic and propionic acid or can be used directly as an external carbon substrate for EBPR and denitrification. Using glycerol in wastewater treatment can also offset the biodiesel plant disposal cost and reduce the BNR chemical cost. The main objective of this study was to optimize the prefermentation process and optimize the BNR system using glycerol as an external carbon source. In this work, Optimization of the prefermentation process using glycerol, mixing, and hydrogen gas addition was evaluated. EBPR performance within an A2O-BNR system was evaluated using either a direct glycerol method to the anaerobic zone or by co-fermentation with primary solids. Also, optimization of the nitrogen removal (specifically denitrification) efficiency of a 5-stage BardenphoTM BNR system using either a direct glycerol method to the second anoxic zone or by co-fermentation with primary solids was evaluated. It was found in this study that glycerol was an efficient external carbon substrate for EBPR as well as biological nitrogen removal. The prefermentation experiment showed that glycerol co-fermentation with primary solids produced significantly higher (p(Show less              
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                Previous studies have demonstrated that the behavior of ber reinforced polymers(FRPs) bonded to metallic utility poles are governed by the following failure modes; yieldingof the metallic substrate, FRP tensile rupture, FRP compressive buckling, and debonding ofFRP from the substrate. Therefore, an in situ method can be devised for the repair of utilitypoles, light poles, and mast arms that returns the poles to their original service strength.This thesis investigates the eect of damage due to... 
Show morePrevious studies have demonstrated that the behavior of ber reinforced polymers(FRPs) bonded to metallic utility poles are governed by the following failure modes; yieldingof the metallic substrate, FRP tensile rupture, FRP compressive buckling, and debonding ofFRP from the substrate. Therefore, an in situ method can be devised for the repair of utilitypoles, light poles, and mast arms that returns the poles to their original service strength.This thesis investigates the eect of damage due to vehicular impact on metallic poles,and the eectiveness of externally-bonded FRP repair systems in restoring their capacity.Damage is simulated experimentally by rapid, localized load application to pole sections,creating dents ranging in depth from 5 to 45% of the outer diameter. Four FRP compositerepair systems were selected for characterization and investigation due to their mechani-cal properties, ability to balance the system failure modes, and installation eectiveness.Bending tests are conducted on dented utility poles, both unrepaired and repaired.Nonlinear nite element models of dented and repaired pole bending behavior aredeveloped in MSC.Marc. These models show good agreement with experimental results,and can be used to predict behavior of full-scale repair system. A relationship between dentdepth and reduced pole capacity is developed, and FRP repair system recommendations arepresented. 
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                Waste-to-Energy (WTE) ashes (or called as municipal solid waste incineration ashes) have been recycled in the areas of road bed, asphalt paving, and concrete products in many European and Asian countries. In those countries, recycling programs (including required physical properties and environmental criteria) of ash residue management have been developed so as to encourage and enforce the reuse for WTE ashes instead of landfill disposal. However, the U.S. has shown a lack of consistent and... 
Show moreWaste-to-Energy (WTE) ashes (or called as municipal solid waste incineration ashes) have been recycled in the areas of road bed, asphalt paving, and concrete products in many European and Asian countries. In those countries, recycling programs (including required physical properties and environmental criteria) of ash residue management have been developed so as to encourage and enforce the reuse for WTE ashes instead of landfill disposal. However, the U.S. has shown a lack of consistent and effective management plans as well as environmental regulations for the use of WTE ashes. Many previous studies demonstrated the potential beneficial use of WTE ash as an engineering material with minimum environmental impacts. Due to persistent uncertainty of engineering properties and inconsistency in the Federal and State regulations in the U.S., the recycling of WTE ash has been hindered, and they are mostly disposed of in landfills. The goal of this study is to identify beneficial use of WTE ashes as construction materials; thus, the recycling program of WTE ashes will become more active in the U.S. One of potential applications for the WTE ashes can be cement-based materials because the ashes contain good chemical components such as calcium and silicon. Moreover, toxics (heavy metals) can be bound or encapsulated in cement matrix; thus, the leaching potential can be reduced. The specific objectives are: (1) to understand the current practice of the reuse of WTE ashes as construction materials, (2) to physically and chemically characterize WTE bottom and fly ashes, (3) to investigate the effects of WTE bottom and fly ashes in cementitious materials (e.g. cement paste and concrete) as replacement of either cement of fine aggregate with emphasis on cement hydration, and (4) to investigate the environmental impacts of WTE bottom ash on leaching when used in cement-based materials. Fundamental properties of MSWI bottom ash and fly ash were studied by conducting physical, microstructural, and chemical tests. Petrographic examinations, such as scanning electron microscopy (SEM), energy dispersive x-ray (EDX), and x-ray diffraction (XRD) were performed in order to identify chemical composition of the ash and to determine their contents. To evaluate the main side effect of ash when used in concrete, the creation of a network of bubbles due to the presence of aluminum, ashes and aluminum powder were submerged in high pH solution, and the evolution of hydrogen gas was measured. Efforts were made to investigate the influence of WTE ashes on engineering properties of cement paste and concrete specimens when part of Portland cement and fine aggregate are replaced with ground and sieved WTE ashes. Cement paste and concrete cylinders were cast with various amounts of mineral and fine aggregate additions, respectively, and their strength and durability were investigated. Subsequently, optimum mix proportioning of the WTE ashes was investigated when they are used in cement paste and concrete specimens. In addition, the leaching characteristics of major alkaline and trace elements from concrete containing varied amounts (10%-50%) of BA were investigated by Synthetic Precipitation Leaching Procedure (SPLP) batch testing. 
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                The main goal of this dissertation is to develop a seasonal water balance model for evaporation, runoff and water storage change based on observations from a large number of watersheds, and further to obtain a comprehensive understanding on the dominant physical controls on intra-annual water balance. Meanwhile, the method for estimating evaporation and water storage based on recession analysis is improved by quantifying the seasonal pattern of the partial contributing area and contributing... 
Show moreThe main goal of this dissertation is to develop a seasonal water balance model for evaporation, runoff and water storage change based on observations from a large number of watersheds, and further to obtain a comprehensive understanding on the dominant physical controls on intra-annual water balance. Meanwhile, the method for estimating evaporation and water storage based on recession analysis is improved by quantifying the seasonal pattern of the partial contributing area and contributing storage to base flow during low flow seasons. A new method for quantifying seasonality is developed in this research. The difference between precipitation and soil water storage change, defined as effective precipitation, is considered as the available water. As an analog to climate aridity index, the ratio between monthly potential evaporation and effective precipitation is defined as a monthly aridity index. Water-limited or energy-limited months are defined based on the threshold of 1. Water-limited or energy-limited seasons are defined by aggregating water-limited or energy-limited months, respectively. Seasonal evaporation is modeled by extending the Budyko hypothesis, which is originally for mean annual water balance; while seasonal surface runoff and base flow are modeled by generalizing the proportionality hypothesis originating from the SCS curve number model for surface runoff at the event scale. The developed seasonal evaporation and runoff models are evaluated based on watersheds across the United States. For the extended Budyko model, 250 out of 277 study watersheds have a Nash-Sutcliff efficiency (NSE) higher than 0.5, and for the seasonal runoff model, 179 out of 203 study watersheds have a NSE higher than 0.5. Furthermore, the connection between the seasonal parameters of the developed model and a variety of physical factors in the study watersheds is investigated. For the extended Budyko model, vegetation is identified as an important physical factor that related to the seasonal model parameters. However, the relationship is only strong in water-limited seasons, due to the seasonality of the vegetation coverage. In the seasonal runoff model, the key controlling factors for wetting capacity and initial wetting are soil hydraulic conductivity and maximum rainfall intensity respectively. As for initial evaporation, vegetation is identified as the strongest controlling factor. Besides long-term climate, this research identifies the key controlling factors on seasonal water balance: the effects of soil water storage, vegetation, soil hydraulic conductivity, and storminess. The developed model is applied to the Chipola River watershed and the Apalachicola River basin in Florida for assessing potential climate change impact on the seasonal water balance. The developed model performance is compared with a physically-based distributed hydrologic model of the Soil Water Assessment Tool, showing a good performance for seasonal runoff, evaporation and storage change. 
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                The Fontan circulation is a result of the last (third stage) surgical procedure to correct a single ventricle congenital cardiac disorder in children. Although the Fontan circulation has been successfully established in surgeries over the years, it is flawed and can lead in certain cases to pre-mature death. The main cause of this failure is due to increased pulmonary vascular resistance due to loss pulse pressure and blood flow. In healthy circulations, the heart pumps directly to the lungs,... 
Show moreThe Fontan circulation is a result of the last (third stage) surgical procedure to correct a single ventricle congenital cardiac disorder in children. Although the Fontan circulation has been successfully established in surgeries over the years, it is flawed and can lead in certain cases to pre-mature death. The main cause of this failure is due to increased pulmonary vascular resistance due to loss pulse pressure and blood flow. In healthy circulations, the heart pumps directly to the lungs, where as (")Single Ventricle(") patients must use a single sided heart to supply blood to the rest of the body before the lungs. Improvements to the Fontan circulation have been proposed, but they require extensive care or external devices. We propose a (")Self-Powered(") Fontan circulation that will inject energy into the pulmonary system by adding an injection jet shunt (IJS) directly from the heart. The IJS will provide the pulse pressure, blood flow, and entrainment that the pulmonary vascular system needs to function at a healthy level. The difference between a healthy and sick Fontan circulation is 3-5[mmHg] in the IVC. The goal of the IJS is to cause this 3-5[mmHg] pressure drop in the IVC. In the analysis of the Fontan, ascertaining energy losses due to flow jet impingements and flow mixing is critical. Moreover, in order to better understand surgical alternatives is it important to have a robust multi-scale 0D-3D CFD analysis tool that permits investigation of surgical alternatives in a virtual physics-based environment. To this end, a lumped parameter model (LPM) is tightly coupled at the time step level with a full 3D computational fluid dynamics (CFD) model. Using this model scheme, the Fontan test section is no longer being modeled by the LPM. Therefore, it is not limited by the 0D nature of the vascular resistance, capacitance, and inertia bed model. The CFD can take over at the area of interest which accounts for flow directionality and momentum transfer that the LPM is unable to capture. To efficiently calculate optimal IJS configurations, a closed loop steady state model was created to solve a simplified Fontan circulation in 3D. Three models were created with several different optimized configurations, a synthetic model (average dimensions of 2-4 year-old Fontan patients), and two patient-specific models (10 and 24-year-old). The model configurations include changes in the IJS nozzle diameter and IJS placement along the pulmonary artery. These configurations are compared to a baseline model with no IJS. All three models suggest that the IJS helps to decrease IVC pressure while increasing pulse pressure and blood flow to the pulmonary system. 
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                The primary objective of this study is to evaluate the clogging potential of installed pervious concrete systems, to analyze rehabilitation techniques and develop construction specifications for the construction of portland cement pervious concrete specific to the state of Florida. Currently, a consistent statewide policy has not been established in reference to credit for storage volume within the voids in pervious concrete and the coarse aggregate base. For this reason a current and updated... 
Show moreThe primary objective of this study is to evaluate the clogging potential of installed pervious concrete systems, to analyze rehabilitation techniques and develop construction specifications for the construction of portland cement pervious concrete specific to the state of Florida. Currently, a consistent statewide policy has not been established in reference to credit for storage volume within the voids in pervious concrete and the coarse aggregate base. For this reason a current and updated assessment of pervious pavement is needed to benefit from the advantages of pervious pavement use in low traffic volume areas. Initially by modeling a pervious concrete system in a field laboratory with test cells of typical Florida soil conditions and groundwater elevations and combining these data with field data from multiple sites of long service life, a Florida specific construction methodology has been developed. It is hoped that by developing a more standardized design criteria for pervious pavements in Florida a statewide acceptance of portland cement pervious pavement can be achieved and credit can be earned based on the volume of stored stormwater. This study of field sites was subsequently expanded to include locations in the southeastern United States. Pervious concrete has suffered historically poor support due to a number of factors, including concern about poor long term performance due to clogging of surface pores. Eight existing parking lots were evaluated to determine the infiltration rates of pervious concrete systems that have had relatively no maintenance. Infiltration rates were measured using an embedded single-ring infiltrometer developed specifically for testing pervious concrete in an in-situ state. The average infiltration rates of the pervious concrete that was properly constructed at the investigated sites ranged from 0.4 to 227.2 inches per hour. A total of 30 pervious concrete cores were extracted and evaluated for infiltration rates after various rehabilitation techniques, including pressure washing, vacuum sweeping and a combination of the two methods, have been performed to rehabilitate the infiltration capability of the concrete. By evaluating the effectiveness of these rehabilitation techniques, recommendations have been developed for a maintenance schedule for pervious concrete installations. In most cases it was found that the three methods of maintenance investigated in this study typically resulted in a 200% or greater increase over the original infiltration rates of the pervious concrete cores. It is therefore recommended that as a general rule of thumb one or a combination of these rejuvenation techniques should be performed when the system infiltration rates are below 1.5 inches per hour to maintain the infiltration capability of pervious concrete pavements. 
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                The vadose zone plays an important role in managing stormwater. Predicting the water balance and water movement is crucial in ground water remediation to keep water suitable for use. To aid in understanding soils ability to transmit and store water, soil and hydraulic properties were analyzed for soils in Marion County, Florida, and potential soil amendments. Soil and hydraulic properties were examined for two soil amendments and for the soils in Marion County, Florida, at the South Oak and... 
Show moreThe vadose zone plays an important role in managing stormwater. Predicting the water balance and water movement is crucial in ground water remediation to keep water suitable for use. To aid in understanding soils ability to transmit and store water, soil and hydraulic properties were analyzed for soils in Marion County, Florida, and potential soil amendments. Soil and hydraulic properties were examined for two soil amendments and for the soils in Marion County, Florida, at the South Oak and the Hunter's Trace locations. The hydraulic properties measured were the soil moisture retention curve (SMRC) and saturated hydraulic conductivity (Ks). The soil properties measured were the particle-size distribution (PSD) and the specific gravity. From these, the bulk density and porosity were calculated. The SMRC corresponds to the water holding capacities, while the Ks corresponds to the soils ability to transmit water. Both are dependent on the soil properties. The SMRC for the soil amendments and native soils were developed in the laboratory using a Tempe Cell apparatus. In addition, the SMRC was measured in the field at the Hunter's Trace location with time domain reflectometry (TDR) and tensiometer equipment at three depths of 1-ft, 2-ft, and 3-ft over approximate a two month period. The SMRC obtained in the laboratory was compared to two analytical models, Brooks and Corey and van Genuchten, and to the field data. There is a strong correlation between the laboratory, analytical, and field SMRC for both South Oak and Hunter's Trace. In addition, there is a strong correlation between the laboratory SMRC and analytical models for the soil amendments. The Arya and Paris (AP) model, a pedotransfer function, was examined for its accuracy in predicting the SMRC for the soils at South Oak and Hunter's Trace, in addition to the soil amendments. Measuring the SMRC in the lab is a time consuming process; therefore, inferring the SMRC from textural and structural soil properties which are easier measured characteristics would be advantageous. 
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                Abstract / Description              
	
                Bridges are essential infrastructure constituents that have been studied for centuries. Typically,seismic bridge design and assessment utilize simplified modeling and analysis techniques basedon one-dimensional spine elements and zero-length springs/hinges. The geometry of the elementsand calibration of parameters are based on assumptions for the lateral load path and failure modes,e.g., sacrificial backwall and shear keys, neglecting wing walls, and strength based on backfillalone. These... 
Show moreBridges are essential infrastructure constituents that have been studied for centuries. Typically,seismic bridge design and assessment utilize simplified modeling and analysis techniques basedon one-dimensional spine elements and zero-length springs/hinges. The geometry of the elementsand calibration of parameters are based on assumptions for the lateral load path and failure modes,e.g., sacrificial backwall and shear keys, neglecting wing walls, and strength based on backfillalone. These assumptions have led to observations of underestimated resistance, overestimateddisplacement demands, and unpredicted damage and failure mode. The focus of the study is onordinary standard bridges with continuous reinforced concrete box girder superstructures and seattypeabutments.A bridge component calibration study was conducted first using simplified (spine models with 1Delements and springs) and three-dimensional nonlinear continuum finite element models (FEM).Model responses were compared with experimental results to identify the drawbacks in the simplifiedmodels and verify the adequacy of the material nonlinearities and analysis procedures. Thecomponents include a T-girder, abutment backfill, abutment shear key, elastomeric bearing pad,and a bridge pier. Results show the simplified models do not capture damage propagation andfailure mode in the shear key case, nonlinear behaviors in beams with high aspect ratios (or deepbeam action), and underestimate the strength and overestimate the stiffness for the backfill case.The component models (both simplified and continuum) were then used in studying the nonlinearstatic behaviors of key bridge lateral-load resisting substructures, namely abutments and bents.For the abutment subsystem, cases with and without backfill and several back wall constructionjoint configurations for the longitudinal direction, with monolithic shear key and shear key withconstruction joint for the transverse direction, and boundary conditions in the transverse direction were considered. Abutment subsystem results showed simplified models underestimate the resistanceby 10-60%, neglect back wall and wing wall structural contributions, and localize damagein the back fill relative to the continuum models. For the bent subsystem, a full bridge systemthat considers material nonlinearity and damage in the bent segment only was adopted to determinethe effect of the finite bent cap or superstructure-to-column connection. Inelastic behaviorand damage was included in the columns, bent cap, and a superstructure segment with a lengththat correspond to the dead load moment inflection point. The other superstructure segments andthe pile cap were modeled as elastic. Bent subsystem results showed simplified models overestimatethe stiffness, induce excessive flexibility and deformation in the cap beam, and overestimatecolumns' deformations.Due to the differences observed in the abutment subsystem, and the potential impact of the abutmentbehavior on the seismic response of the whole bridge system, dynamic studies on the bridgesystem were conducted using four abutment parameters: abutment stiffness and strength in eachof the longitudinal and transverse directions. Two models were developed to conduct nonlineartime history analysis: an equivalent single-degree-of-freedom (SDOF) model for each of the longitudinaland transverse directions, and a 3D spine bridge model. Constant ductility analyses wereconducted using the SDOF systems, while standard probabilistic seismic demand analysis wasused on the spine systems.Results revealed that, besides the columns yielding, the abutment has an early and significant contributionto the behavior. The SDOF system results showed that increasing the abutment stiffnessor strength reduces the system displacement demand and increases the system forces. The consequenceof such increase in the forces is mobilizing significant amount of force in the abutments,causing inelastic response. The full bridge study also confirmed the SDOF results and showedthat the abutment forces are more than 200% of the columns forces that would result in the sameaftereffect observed in the SDOF system. 
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                Construction sites are among the most common areas to experience soil erosion and sediment transport due to the mandatory foundation tasks such as excavation and land grubbing. Thus, temporary sediment barriers are installed along the perimeter to prevent sediment transport from the site. Erosion and sediment transport control measures may include, but not limited to, physical and chemical processes such as the use of a silt fence and polyacrylamide product. Runoff from construction sites and... 
Show moreConstruction sites are among the most common areas to experience soil erosion and sediment transport due to the mandatory foundation tasks such as excavation and land grubbing. Thus, temporary sediment barriers are installed along the perimeter to prevent sediment transport from the site. Erosion and sediment transport control measures may include, but not limited to, physical and chemical processes such as the use of a silt fence and polyacrylamide product. Runoff from construction sites and other impervious surfaces are routinely discharged into ponds for treatment before being released into a receiving water body. Stormwater harvesting from a pond for irrigation of adjacent lands is promoted as one approach to reducing pond discharge while supplementing valuable potable water used for irrigation. The reduction of pond discharge reduces the mass of pollutants in the discharge. In the dissertation, presented is the investigation of the effectiveness of temporary sediment barriers and then, development of a modeling approach to a stormwater harvesting pond to provide a comprehensive stormwater management pollution reduction assessment tool.The first part of the research presents the investigation of the performance efficiencies of silt fence fabrics in turbidity and sediment concentration removal, and the determination of flow-through-rate on simulated construction sites in real time. Two silt fence fabrics, (1) woven and the other (2) nonwoven were subjected to material index property tests and a series of field-scale tests with different rainfall intensities and events for different embankment slopes on a tilting test-bed. Collected influent and effluent samples were analyzed for sediment concentration and turbidity, and the flow-through-rate for each fabric was evaluated. Test results revealed that the woven and nonwoven silt fence achieved 11 and 56 percent average turbidity reduction efficiency, respectively. Each fabric also achieved 20 and 56 percent average sediment concentration removal efficiency, respectively. Fabric flow-through-rates were functions of the rainfall intensity and embankment slope. The nonwoven fabric exhibited higher flow-through-rates than the woven fabric in both field-scale and laboratory tests.In the second part of the study, a Stormwater Harvesting and Assessment for Reduction of Pollution (SHARP) model was developed to predict operation of wet pond used for stormwater harvesting. The model integrates the interaction of surface water and groundwater in a catchment area. The SHARP model was calibrated and validated with actual pond water elevation data from a stormwater pond at Miramar Lakes, Miramar, Florida. Model evaluation showed adequate prediction of pond water elevation with root mean square error between 0.07 and 0.12 m; mean absolute error was between 0.018 and 0.07 m; and relative index of agreement was between 0.74 and 0.98 for both calibration and validation periods. The SHARP model is capable of assessing harvesting safe-yield and discharge from a pond, including the prediction of the percentage of runoff into a harvesting pond that is not discharged.The combination of silt fence and/or polyacrylamide PAM before stormwater harvesting pond in a treatment train for the reduction of pollutants from construction sites has the potential of significantly exceeding a performance standard of 85 percent reduction typically required by local authorities. In fact, the stringent requirement of equaling pre- and post-development pollutant loading is highly achievable by the treatment train approach. The significant contribution from the integration of the SHARP model to the treatment train is that real-time assessment of pollutant loading reduction by volume can be planned and controlled to achieve target performance standards. 
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