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                Thermodynamic Analysis and Optimization of Supercritical Carbon Dioxide Brayton Cycles.              
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                Abstract / Description              
	
                The power generation industry is facing new challenging issues regarding accelerating growth of electricity demand, fuel cost and environmental pollution. These challenges accompanied by concerns of energy resources becoming scarce necessitate searching for sustainable and economically competitive solutions to supply the future electricity demand. To this end, supercritical carbon dioxide (S-CO2) Brayton cycles present great promise particularly in high temperature concentrated solar power ... 
Show moreThe power generation industry is facing new challenging issues regarding accelerating growth of electricity demand, fuel cost and environmental pollution. These challenges accompanied by concerns of energy resources becoming scarce necessitate searching for sustainable and economically competitive solutions to supply the future electricity demand. To this end, supercritical carbon dioxide (S-CO2) Brayton cycles present great promise particularly in high temperature concentrated solar power (CSP) and waste heat recovery (WHR) applications. With this regard, this dissertation is intended to perform thorough thermodynamic analyses and optimization of S-CO2 Brayton cycles for both of these applications.A modeling tool has been developed, which enables one to predict and analyze the thermodynamic performance of the S-CO2 Brayton cycles in various configurations employing recuperation, recompression, intercooling and reheating. The modeling tool is fully flexible in terms of encompassing the entire feasible design domain and rectifying possible infeasible solutions. Moreover, it is computationally efficient in order to handle time consuming optimization problems. A robust optimization tool has also been developed by employing the principles of genetic algorithm. The developed genetic algorithm code is capable of optimizing non-linear systems with several decision variables simultaneously, and without being trapped in local optimum points.Two optimization schemes, i.e. single-objective and multi-objective, are considered in optimizing the S-CO2 cycles for high temperature solar tower applications. In order to reduce the size and cost of solar block, the global maximum efficiency of the power block should be realized. Therefore, the single-objective optimization scheme is considered to find the optimum design points that correspond to the global maximum efficiency of S-CO2 cycles. Four configurations of S-CO2 Brayton cycles are investigated, and the optimum design point for each configuration is determined. Ultimately, the effects of recompression, reheating, and intercooling on the thermodynamic performance of the recuperated S-CO2 Brayton cycle are analyzed. The results reveal that the main limiting factors in the optimization process are maximum cycle temperature, minimum heat rejection temperature, and pinch point temperature difference. The maximum cycle pressure is also a limiting factor in all studied cases except the simple recuperated cycle. The optimized cycle efficiency varies from 55.77% to 62.02% with consideration of reasonable component performances as we add recompression, reheat and intercooling to the simple recuperated cycle (RC). Although addition of reheating and intercooling to the recuperated recompression cycle (RRC) increases the cycle efficiency by about 3.45 percent points, the simplicity of RC and RRC configurations makes them more promising options at this early development stage of S-CO2 cycles, and are used for further studies in this dissertation.The results of efficiency maximization show that achieving the highest efficiency does not necessarily coincide with the highest cycle specific power. In addition to the efficiency, the specific power is also an important parameter when it comes to investment and decision making since it directly affects the power generation capacity, the size of components and the cost of power blocks. Consequently, the multi-objective optimization scheme is devised to simultaneously maximize both the cycle efficiency and specific power in the simple recuperated and recuperated recompression configurations. The optimization results are presented in the form of two optimum trade-off curves, also known as Pareto fronts, which enable decision makers to choose their desired compromise between the objectives, and to avoid naive solution points obtained from a single-objective optimization approach. Moreover, the comparison of the Pareto optimal fronts associated with the studied configurations reveals the optimum operational region of the recompression configuration where it presents superior performance over the simple recuperated cycle.Considering the extensive potential of waste heat recovery from energy intensive industries and stand-alone gas turbines, this dissertation also investigates the optimum design point of S-CO2 Brayton cycles for a wide range of waste heat source temperatures (500 K to 1100 K). Once again, the simple recuperated and recuperated recompression configurations are selected for this application. The utilization of heat in WHR applications is fundamentally different from that in closed loop heat source applications. The temperature pinching issues are recognized in the waste recovery heat exchangers, which brings about a trade-off between the cycle efficiency and amount of recovered heat. Therefore, maximization of net power output for a given waste heat source is of paramount practical interest rather than the maximization of cycle efficiency. The results demonstrate that by changing the heat source temperature from one application to another, the variation of optimum pressure ratio is insignificant. However, the optimum CO2 to waste gas mass flow ratio and turbine inlet temperature should properly be adjusted. The RRC configuration provides minor increase in power output as compared to RC configuration. Although cycle efficiencies as high as 34.8% and 39.7% can be achieved in RC and RRC configurations respectively, the overall conversion efficiency is less than 26% in RRC and 24.5% in RC. 
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                Abstract / Description              
	
                Electric motors are extensively engaged in industrial and commercial applications such as electrical cars, energy-conversion systems, elevators, and actuators for aircrafts. Due to the significant internal heat generation, it is usually a challenge to design and manufacture high power density, high reliability, and low cost electric motors with superior performance. One of the efficient ways to dissipate the heat generated in the electrical motor is by using extended surfaces (i.e. heat sinks... 
Show moreElectric motors are extensively engaged in industrial and commercial applications such as electrical cars, energy-conversion systems, elevators, and actuators for aircrafts. Due to the significant internal heat generation, it is usually a challenge to design and manufacture high power density, high reliability, and low cost electric motors with superior performance. One of the efficient ways to dissipate the heat generated in the electrical motor is by using extended surfaces (i.e. heat sinks). These surfaces are extruded from the motor casing and air is forced though them by a cooling fan. This cooling approach is simple to be implemented and has zero carbon emission to the environment. Adding ribs on the motor extended surface enhances the heat dissipation rate. This project is intended to study numerically the effect of varying ribs spacing and ribs heights on heat removal efficiency, accounting for the relative change in heat transfer coefficient and pressure drop compared to those for a smooth flow channel. The study is conducted to simulate the airflow field, and heat transfer for a plate heat sink using ANSYS V.16.The domain considered in the present work is a simple design of an electric motor annulus. The electric motor annulus consists of an array of ribbed fins. Heat source is represented as a uniform heat flux of 12250 W/m2 at the bottom surface of the heat sink base. Through the simulations, the rib heights (e=0.05, 0.1, 0.2, in mm) and spacing (p=1, 2,3,4,5, in mm) between the ribs, the channel width (Wch= 2 and 6 in mm), and the rib configuration (continues and inline ribs) are varied to study their effect on the performance of the heat sink for a Reynolds number range from 3133 to 12532. To assess which rib configuration is best, a figure of merit (named as thermal-hydraulic performance) is used which is defined as the ratio of heat transfer enhancement to the increase in pumping power due to the presence of the ribs. The highest thermal-hydraulic performance value out of all the transverse cases at Wch=2 mm in this study was 1.07 at e=0.05 mm, p=4 mm, and Re=3133 which means only a 7% enhancement is obtained. These set of cases are suitable for increasing the rate of heat transfer while ignoring the pressure drop penalty. Changing the channel width to 6 mm increases the thermal-hydraulic performance by about 23%. Therefore, this channel width is used for the inline ribs configurations with seven different opening ratios (10% to 70%). The inline ribs are investigated at two different Reynolds number (3133 and 12532). At an opening ratio of 50% the highest thermal-hydraulic performance of 1.18 and 1.22 were found at Re=3133 and p=5 mm, and at Re=3133 and p=1 mm, respectively. These simulation results show that with proper channel and ribs configuration, one can achieve about 22% increase in the thermal-hydraulic performance ratio over that of the smooth channel. 
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                Abstract / Description              
	
                A large number of power sources, operational in a microgrid, optimum power sharing andaccordingly controlling the power sources along with scheduling loads are the biggest challenges in modern power system. In the era of smart grid, the solution is certainly not simple paralleling. Hence it is required to develop a control scheme that delivers the overall power requirements while also adhering to the power limitations of each source. As the penetration of distributed generators increase and... 
Show moreA large number of power sources, operational in a microgrid, optimum power sharing andaccordingly controlling the power sources along with scheduling loads are the biggest challenges in modern power system. In the era of smart grid, the solution is certainly not simple paralleling. Hence it is required to develop a control scheme that delivers the overall power requirements while also adhering to the power limitations of each source. As the penetration of distributed generators increase and are diversified, the choice of decentralized control becomes preferable. In this work, a decentralized control framework is conceived. The primary approach is taken where a small hybrid system is investigated and decentralized control schemes were developed and subsequently tested in a hardware in the loop in conjunction with the hybrid power system setup developed at the laboratory. The control design approach is based on the energy conservation principle. However, considering the vastness ofthe real power network and its complexity of operation along with the growing demand ofsmarter grid operations, called for a revamp in the control framework design. Hence, in thelater phase of this work, a novel framework is developed based on the coupled dynamicalsystem theory, where each control node corresponds to one distributed generator connectedto the microgrid. The coupling topology and coupling strengths of individual nodes aredesigned to be adjustable. The layer is modeled as a set of coupled differential equationsof pre-assigned order. The control scheme adjusts the coupling weights so that steady stateconstraints are met at the system level, while allowing flexibility to explore the solutionspace. Additionally, the approach guarantees stable equilibria during power redistribution.The theoretical development is verified using simulations in matlab simulink environment. 
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                Abstract / Description              
	
                Wind turbines have been used for decades to harvest wind energy. They are suitable only to work on close to ground, and have several drawbacks that are related to the availability of the wind and the amount of extracted power compared with the cost of construction. On the other hand, there is an abundant wind power that is available at high altitudes. The wind jet streams at high elevations 8 ? 12 kms are pervasive and persistent, and can potentially produce immense wind energy. Even at... 
Show moreWind turbines have been used for decades to harvest wind energy. They are suitable only to work on close to ground, and have several drawbacks that are related to the availability of the wind and the amount of extracted power compared with the cost of construction. On the other hand, there is an abundant wind power that is available at high altitudes. The wind jet streams at high elevations 8 ? 12 kms are pervasive and persistent, and can potentially produce immense wind energy. Even at moderate elevations of 4 ? 5 kms, wind power densities are much higher than on ground and more consistent. Consequently, in this thesis research, we investigate the topic of harvesting energy from high altitudes. First, we provide a comprehensive review of two existing theoretical methods that are proposed for airborne wind energy harvesting, the tethered airfoil, and the static autogyro. The latter approach has inherent advantages that warrant further investigation. Autorotation is a well-known phenomenon where a rotor sustains its angular velocity and maintains significant lift in the presence of strong aerodynamic forces and torques generated by interaction with a strong wind field. Autorotation has been researched in the context of free descent of helicopters but has not been considered for energy harvesting. Existing models have mainly focused on statics analysis. In this research, we propose a simple dynamic model of the Autogyro, with the goal of ultimately realizing an Autorotation Energy System (AES). The focus of our work is to provide a preliminary dynamic analysis of autorotation, which is largely absent in current literature, to explore the possibility of using autorotation for designing a multipurpose system that can simultaneously fly at high altitudes and generate energy from the wind. The proposed preliminary dynamic model is used to generate a simulation platform, which is used to explore the autogyros rudimentary maneuvers. Extensive simulation results are provided to evaluate the dynamic performance of AES. Energy harvesting analyses and results are also presented. It is expected that the results will guide the choice of actuations and control that will be necessary for generating combined autorotation and powered flights that would be net energy generating or energy efficient. The research will be relevant for both tethered and untethered AES and could also be incorporated into multi-rotor based UAVs such as quadrotors. 
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                Abstract / Description              
	
                Spacecraft thermal protection systems are at risk of being damaged due to airflow produced from Environmental Control Systems. There are inherent uncertainties and errors associated with using Computational Fluid Dynamics to predict the airflow field around a spacecraft from the Environmental Control System. This paper describes an approach to quantify the uncertainty in using Computational Fluid Dynamics to predict airflow speeds around an encapsulated spacecraft without the use of test data... 
Show moreSpacecraft thermal protection systems are at risk of being damaged due to airflow produced from Environmental Control Systems. There are inherent uncertainties and errors associated with using Computational Fluid Dynamics to predict the airflow field around a spacecraft from the Environmental Control System. This paper describes an approach to quantify the uncertainty in using Computational Fluid Dynamics to predict airflow speeds around an encapsulated spacecraft without the use of test data. Quantifying the uncertainty in analytical predictions is imperative to the success of any simulation-based product. The method could provide an alternative to traditional (")validation by test only(") mentality. This method could be extended to other disciplines and has potential to provide uncertainty for any numerical simulation, thus lowering the cost of performing these verifications while increasing the confidence in those predictions.Spacecraft requirements can include a maximum airflow speed to protect delicate instruments during ground processing. Computational Fluid Dynamics can be used to verify these requirements; however, the model must be validated by test data. This research includes the following three objectives and methods. Objective one is develop, model, and perform a Computational Fluid Dynamics analysis of three (3) generic, non-proprietary, environmental control systems and spacecraft configurations. Several commercially available and open source solvers have the capability to model the turbulent, highly three-dimensional, incompressible flow regime. The proposed method uses FLUENT, STARCCM+, and OPENFOAM. Objective two is to perform an uncertainty analysis of the Computational Fluid Dynamics model using the methodology found in (")Comprehensive Approach to Verification and Validation of Computational Fluid Dynamics Simulations("). This method requires three separate grids and solutions, which quantify the error bars around Computational Fluid Dynamics predictions. The method accounts for all uncertainty terms from both numerical and input variables. Objective three is to compile a table of uncertainty parameters that could be used to estimate the error in a Computational Fluid Dynamics model of the Environmental Control System /spacecraft system.Previous studies have looked at the uncertainty in a Computational Fluid Dynamics model for a single output variable at a single point, for example the re-attachment length of a backward facing step. For the flow regime being analyzed (turbulent, three-dimensional, incompressible), the error at a single point can propagate into the solution both via flow physics and numerical methods. Calculating the uncertainty in using Computational Fluid Dynamics to accurately predict airflow speeds around encapsulated spacecraft in is imperative to the success of future missions. 
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                Abstract / Description              
	
                Large-Eddy Simulation (LES) based turbulence modeling is a developing area of research in Fluid-Structure Interaction (FSI). There is considerable scope for further scientific research in this field and this dissertation aims to extend it to the study of flow-induced motion. The emphasis of this work is on autorotation, an important category of flow-induced motion that is commonly seen in energy applications such as wind turbines and in aviation applications such as the autogyro. In contrast... 
Show moreLarge-Eddy Simulation (LES) based turbulence modeling is a developing area of research in Fluid-Structure Interaction (FSI). There is considerable scope for further scientific research in this field and this dissertation aims to extend it to the study of flow-induced motion. The emphasis of this work is on autorotation, an important category of flow-induced motion that is commonly seen in energy applications such as wind turbines and in aviation applications such as the autogyro. In contrast to existing works on FSI that typically assume prescribed motion of structures in a flow field, this research develops LES based FSI studies for large-scale flow-induced motions as seen in autorotation. The uniqueness of the formulation and modeling approach lies in the development of a numerically stable computational scheme that incorporates a moving and morphing mesh structure. The method is first demonstrated for the autorotation of a square flat plate and then extended to a rotor structure similar to that of a helicopter.In order to simulate an autorotating square flat plate, a coupled Computational Fluid Dynamics (CFD) - Rigid Body Dynamics (RBD) model is proposed, employing the delayed-detached-eddy simulation (DDES) and the Smagorinsky turbulence models to resolve subgrid-scale stresses (SGS). The plate is allowed to spin freely about its center of mass. Computational results are compared to experimental measurements and Reynolds Average Navier-Stokes (RANS) simulations found in the literature. When compared to RANS, the results from the LES models provide better predictions of the pressure coefficient. Moreover, LES accurately captures the transient behavior of the plate, and close correspondence is found between the predicted and measured moment coefficients. The qualitative prediction of vortex structures and the quantitative computation of pressure coefficients are in good agreement with experimental results. Hybrid models, such as improved Delayed-Detached-Eddy Simulation (iDDES), are shown to provide very similar results to those of pure LES. Therefore hybrid models are found to be a good alternative to use for the simulation of FSI in autorotation, saving valuable computational time . The iDDES method combines both RANS and LES, dividing the flow domain into LES far away from a solid wall and RANS near a solid wall, overcoming the computational costs of pure LES.Encouraging results from this effort prompted the extension to a realistic scenario, namely the autorotation of a flapping-blade rotor in a prevailing wind field. A coupled CFD - Multi Body Dynamics (MBD) model is developed to study the complex FSI of an autorotating 3-blade rotor, similar to that of a helicopter, employing the iDDES turbulence model. In addition to the rotor being allowed to spin freely about its axis, each of the individual blades is free to rotate about hinges at the root. This adds degrees of freedom to the kinematics of the rotor and necessitates localized mesh morphing around the blades to capture the FSI with accuracy. The model is validated against experimental data and shows excellent agreement. The experimental apparatus consists of a flapping blade rotor and a fixture used to mount it at different angles of incidence with respect to the wind field. The rotor is instrumented with a DC motor that is operated in generator mode. The setup is dual-purpose, providing speed measurement using the motor's back-emf and regenerative braking by varying the current draw. Overall, the presented research can help obtain accurate values of aerodynamic parameters at a high spatial resolution that would be otherwise difficult to acquire in experiments. Ultimately this approach can be a cost effective means of aerodynamic modeling in applications involving large scale FSI. 
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                Abstract / Description              
	
                The Tabulated Premixed Conditional Moment Closure (T-PCMC) method has been shown to provide the capability to predict turbulent, premixed methane flames with detailed chemistry and reasonable run times in a RANS/URANS adiabatic environment. Here the premixed T-PCMC method is extended in a Large Eddy Simulation (LES) framework for non-adiabatic premixed flames, allowing heat loss to occur in the mixture before, during and after combustion. It is proposed that the LES framework is a more... 
Show moreThe Tabulated Premixed Conditional Moment Closure (T-PCMC) method has been shown to provide the capability to predict turbulent, premixed methane flames with detailed chemistry and reasonable run times in a RANS/URANS adiabatic environment. Here the premixed T-PCMC method is extended in a Large Eddy Simulation (LES) framework for non-adiabatic premixed flames, allowing heat loss to occur in the mixture before, during and after combustion. It is proposed that the LES framework is a more suitable representation for both chemical and turbulent scales in premixed combustion. By resolving the high energy turbulent scales and modeling the small scale turbulence, it is expected that the resolution of the turbulence and transient effects are better captured in a LES framework leading to better predictions of the mixing rate and consequently the reaction rate, which is the main focus and source of error in combustion modeling. The LES T-PCMC model is implemented using the open source CFD software OpenFOAM for its open access to C++ source code and large library of turbulence and thermo-physical models. The proposed model validated with PIV and Raman measurements of a turbulent, enclosed reacting flame of a single jet and backward facing step geometry. The DLR data sets provide both unity (E.g.Methane) and non-unity (E.g. Hydrogen) Lewis number fuels, allowing for the proposed numerical model to be validated against both unity and non-unity Lewis # flames. Velocity, temperature and major/minor species are compared to the experimental data. Once validated, this model is intended to be useful for designing lean premixed combustors for gas turbines which operate primarily in the corrugated premixed combustion regime, where chemical and turbulent time scales are of the same order requiring adequate models for their interaction.LES results match the experimental data better than the Reynolds Averaged Navier-Stokes (RANS/URANS) solution and is able to better resolve the transient features of the flame with an increase in run time of only 50 %, when compared to URANS. 
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                Abstract / Description              
	
                Solid Oxide Fuel Cells (SOFCs) are considered suitable for alternative energy solutions due to advantages such as high efficiency, fuel flexibility, tolerance to impurities, and potential for combined cycle operations. One of the main operating constraints of SOFCs is fuel starvation, which can occur under fluctuating power demands. It leads to voltage loss and detrimental effects on cell integrity and longevity. In addition, reformer based SOFCs require sufficient steam for fuel reforming to... 
Show moreSolid Oxide Fuel Cells (SOFCs) are considered suitable for alternative energy solutions due to advantages such as high efficiency, fuel flexibility, tolerance to impurities, and potential for combined cycle operations. One of the main operating constraints of SOFCs is fuel starvation, which can occur under fluctuating power demands. It leads to voltage loss and detrimental effects on cell integrity and longevity. In addition, reformer based SOFCs require sufficient steam for fuel reforming to avoid carbon deposition and catalyst degradation. Steam to carbon ratio (STCR) is an index indicating availability of the steam in the reformer. This work takes a holistic approach to address the aforementioned concerns in SOFCs, in an attempt to enhance applicability and adaptability of such systems. To this end, we revisit prior investigation on the invariant properties of SOFC systems, that led to prediction of fuel utilization U and STCR in the absence of intrusive and expensive sensing. This work provides further insight into the reasons behind certain SOFC variables being invariant with respect to operating conditions. The work extends the idea of invariant properties to different fuel and reformer types.In SOFCs, transient control is essential for U, especially if the fuel cell is to be operated in a dynamic load-following mode at high fuel utilization. In this research, we formulate a generalized abstraction of this transient control problem. We show that a multi-variable systems approach can be adopted to address this issue in both time and frequency domains, which leads to input shaping. Simulations show the effectiveness of the approach through good disturbance rejection. The work further integrates the aforementioned transient control research with system level control design for SOFC systems hybridized with storage elements. As opposed to earlier works where centralized robust controllers were of interest, here, separate controllers for the fuel cell and storage have been the primary emphasis. Thus, the proposed approach acts as a bridge between existing centralized controls for single fuel cells to decentralized control for power networks consisting of multiple elements. As a first attempt, decentralized control is demonstrated in a SOFC ultra-capacitor hybrid system. The challenge of this approach lies in the absence of direct and explicit communication between individual controllers. The controllers are designed based on a simple, yet effective principle of conservation of energy. Simulations as well as experimental results are presented to demonstrate the validity of these designs. 
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